LUCID

Sony® Pregius™ Generation Sensor Sizes and Aspect Ratios

Aspect Ratio: 16:10

Sensor Size: 1/1.2" (13.4mm)
2.3 MP (1920 x 1200 px) IMX174/249

1st Generation

Aspect Ratio: 1:1
Sensor Size: 4/3” (21.7mm)
19.6 MP (4416 x 4428 px) IMX367 ~ 7

Aspect Ratio: 16:9
Sensor Size: 4/3” (21.6mm)

Aspect Ratio: 4:3
Sensor Size: APS-C” (27.9mm)
31.4 MP (6464 x 4852 px) IMX342

16.8 MP (5456 x 3076 px) IMX387

Aspect Ratio: 5:4
Sensor Size: 2/3" (11.1mm)
5.0 MP (2448 x 2048 px) IMX250/264 — —|

Aspect Ratio: 4:3
Sensor Size: 1/1.8" (8.9mm)
3.2 MP (2048 x 1536 px) IMX252/265

Aspect Ratio: 16:10
Sensor Size: 1/2.3" (7.9mm)
2.3 MP (1920 x 1200 px) IMX392

Sensor Size: 1.1" (17.6mm)
12.3 MP (4096 x 3000 px) IMX253/304

Aspect Ratio: 4:3

Sensor Size: 1/2.9" (6.3mm)

1.6 MP (1440 x 1080 px) IMX273/296
0.4 MP (728 x 544 px) IMX287/297

Aspect Ratio: 17:9
Sensor Size: 17 (16.1mm)
8.9 MP (4096 x 2160 px) IMX255/267

2nd Generation

Aspect Ratio: 16:11

Sensor Size: 1.1” (17.6mm)

7.1 MP (3208 x 2200 px) IMX420/428
1.7 MP (1600 x 1100 px) IMX425/432

Aspect Ratio: 5:4
Sensor Size: 2/3” (11.0mm)
2.8 MP (1936 x 1464 px) IMX421/428

Sensor Size: 1/1.7" (9.6mm)
2.0 MP (1600 x 1100 px) IMX425/432

3rd Generation

Aspect Ratio: 4:3
Sensor Size: 1.2" (19.3mm)

24.6 MP (5320 x 4600 px) IMX530/540

Aspect Ratio: 16:9
Sensor Size: 1.1” (16.8mm)
16.2 MP (5320 x 3040 px) IMX532/542 —‘

Aspect Ratio: 1:1
Sensor Size: 1.1” (17.5mm)
20.4 MP (4510 x 4510 px) IMX531/541

Aspect Ratio: 4:3
Sensor Size: 1/1.1" (14.0mm)
12.4 MP (4120 x 3000 px) IMX535/545 - —

Aspect Ratio: 5:4
Sensor Size: 1/1.8” (8.9mm)
5.1 MP (2470 x 2060 px) IMX537/547  —

Aspect Ratio: 1:1
Sensor Size: 2/3” (11.0mm)
8.1 MP (2850 x 2840 px) IMX536/546

4th Generation




